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LOFT COMMERCIAL RANGE LOFT LADDERS
CENTRE INSTALLATION INSTRUCTIONS

MODEL - FS3

1. Preparation of Ladder

1.1  Remove the hatch retaining clip, and fasten the lock using the four M5x30 screws.

1.2 Tighten the four M8x130 threaded bars (C) completely into their captivated nuts on
the frame.

1.3 Insert the two top exit grab rails (D), as shown in Fig. (1).
1.4 Fasten using the M6x20 and M5x30 screws.

Fig. (1)
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COMMERCIAL RANGE LOFT LADDERS
INSTALLATION INSTRUCTIONS

MODEL - FS3

2.  Installation of Ladder

2.1 Insert the ladder and frame assembly into the prepared opening from underneath.

2.2 Attach it to the top floor using the 4 brackets (E) supplied, and corresponding nuts
(I}, as shown in Fig. (1). When fixing, ensure that the hatch and frame are sqguare
and level.

2.3 If the frame is to be cemented in, it will be necessary to place one or two cross
pieces inside the frame to prevent the sides from deforming before the cement dries
completely.

2.4 For ladders with suspended ceilings and deep wells, or with roof exit hatches
separate installation instructions are avaiiable,

Fig. (2)

3. Ladder Operation

3.1 Open the hatch door using the pole supplied ().
3.2 To lower ladder, use hook end of pole to pull on loop at position shown in Fig. (2).

3.3 Manually fold out bottom section of ladder (FS4 only). When ladder is fully extended,
engage the safety catch (W),

3.4 To store the ladder, disengage the safety catch, and fold ladder up onto the hatch,
with the help of the pole. Using the pale, close the hatch,
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