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Fixing instructions for concertina ladders and loft ladders

Please read this instructions with care before you install the ladder and follow the instructions.
Fastening parts are not included in the delivery, please order this parts by a specialist retailer.

You can use the stairway only if you have installed the hatchbox complete.

1. Stairways with wooden hatchbox

1.1 For fixing the hatchbox in the opening (from above) use leashes (ca. 30 x 30 mm) and fix the leashes with
screws for wood (min. @ 4,5 x 70) .

1.2 Place wooden wedges under the leashes until the hatchbox is in a horizontal position and is equivalent
with the underside of ceiling. (Please see details in the drawing)

1.3 Place’ hatchbox central into opening. Take care that it is rectangular (take care for well balancing in the
opening). Make sure that there is wood between hatchbox and opening at the places the screws are
planned.

1.4 Install the hatchbox with screws (mind. @ 6 x 70) in necessary pieces (min. 6x) save in the building.

1.5 Please fill the crack between hatchbox and opening with insolation material.

1.6 Please fix cover strips with wire nails (1,8 x 35mm) or you fix panels at the underside from the hatchbox.

9;%




2. Stairways with steel casing

2.5 Install steel casing with screws (min. 6 x 70 mm) in n
2.6 After complete installation please fill the crack between hatchbox and opening with plaster, cause ,fire

2.1 Please proof available maesures.

a) Length and width of the opening
b) Depth of ceiling

c) Length and width of steel casing
d) Height of the steel casing

2.2 Bring steel casing (2) from below of opening in fixing

position, install part 6,7,8,9 like drawing. Fit Screws
M16 x 160 (8) on all four corners (underside of nut
equivalent) and fit it in given pipes. Caution: please
turn screw (8) not to deep, under holder (6) lift up the
hatch and let it swing over the fringe of steel
hatchbox and floor.

2.3 Fit strong enough cable on all four corners on the

holders (6) with hooks (9), like DIN 82101 (not
included in delivery) and pull the hatchbox in the
opening.

Caution: lift up the hatchbox with care.

»Please observe accident prevention®

For safety put on fitting pillars on Z- frame of hatch, to
prevent that the hatchbox can fall down. Make sure
that you can open the trapdoor for adjustment.

2.4 Below holders (6) on all four corners swing to
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outside, cause they are lieing on the flat. If you need, use a pad. Place the steel hatchbox with screws
and a spirit - level. Caution: do not turn screws (8) outside from the nut ,,danger, hatchbox can fall
down®. Take care that hatch is placed central into opening and rectangular . Please proof function from

stairway by opening of trapdoor.

resistance is ensure “.

from the guard rail.

3. Help for installation
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'ecessary pieces (min. 8x) save in the building.

2.7 Aiter installation from the hatch take parts 6,7,8,9 away. The square pipes in the corners are for fixing

. Wooden hatchbox (fit it from above)

. Steel casing (fit it from below)

. Cover strip (ca. 30x30 mm)

. Special part for exact adjustment

. Screw for plywood @4,5x70 (22,5 mm drill hole)
16. Holder (8x)

17. Washers A17 DIN 125 (4x)

18. Screw M16 x 150 DIN 931 (4x)

19. Hooks (not included in delivery)
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