Phola Deluxe - Accessories

Additional Tread Kit:

(1200, 1400 & 1600mm Diameters):

The tread kits are supplied with a tread, spindles and spacers
(to adjust the rise). No handrail is supplied with the tread kit.

Code: PHOO1

Additional Beech Handrail for 1 Tread

(1200, 1400 & 1600mm Diameters):

A section of beech handrail to be used with the additional
tread kit option (PH001).

Code: PHO02

Column Kit (Centre Post):

An extension post used when the Phola Deluxe Stair Kit has
15 risers and above. Allows higher floor heights up to
3840mm to be achieved.
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Code: PHOO3

Code: PH0O4




Balustrade Kit:

Includes 8 balusters (white, anthracite or silver grey),
1 x polyethylene handrail section, 2 x end caps for
handrail and fixings.

Code: PHOO5
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Baluster to Floor - Strengthener Kit:
Provides extra strength to a Balustrade kit (PH005) when
one or more Balustrade kits have been used in a straight run.

Code: PHOO6

Baluster to Wall - Strengthener Kkit:
Provides extra strength when securing a Balustrade
kit (PHOO05) to a wall.

Code: PHOO7

Baluster to Baluster - Strengthener Kkit:
Provides extra strength when securing two Balustrade kits
(PHOO5) together at a 90 degree turn.

Code: PHOO8

Beech Handrail Kit (1 metre):
A beech handrail section complete with 1 metal end cap to be
used with a Balustrade kit (PH005).

Code: PHO09
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Rounded Beech Handrail (1 metre)

(1250, 1450 & 1650mm Diameters):

A rounded beech handrail in 3 sections to be used with a
Balustrade kit (PH005).

Code: PHO10




